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Declaration of performance

No. G 201,4 02

1. Unique identification code of the product: trade name Taurus, Sonora, Karpat.
2, TYPe, batch or serial number or any other element allowing identification of the product: all products of

Production grouP Granite selling under trade names referred to in point 1 of this declaration with
surface finishes polished, slate, brushed, honed, matt.

3. lntended use: modular tiles for flooring and stairs (internal using).
4, Name, registered trade name and contact address of the manufacturer:

Štefanů 1o7o, 5o0 03 Hradec Králové, telefon: +42o 495 71,4 71,!,
www.technistone.com.

5. Not applicable.
6, SYstem of assessment and verification of constancy of penfcrmance of the construction product: system

3 (Annex V, point 1,.4 of Regulation of the European Parliament and of the Council (EU) No 3O5/2O1,I of
3rd March 2O1,t|.

7, ln case of the declaration of performance concerning a construction product covered by a harmonised
standard EN 15285, manufacturer uses test results mentioned in the protoco|s of accredited
|aboratories and in the tests of owned factory production control.

8. Not applicable.

9. Declared Performance are valid for all products of production group Granite:

Productsmeettherequirementsforthecontenioinátu,al,aEonuclides*
No. 307/2002 Coll.

10,The Peďormance of the Product identified in points ], and 2 is in conformity with the declared
performance in point 9.

This declaration of Performance is issued under the sole responsibility of the manufacturer identified in
point 4,

Signed for a7d on{gflalf of manufacturer by:
// ;UC'n,SrOr;F 1.,/, lUcnnlsťOrle, a s

Ul-LlišIFian],i J]teíanú 1070

TECHN|STONE, a.s., Bratří
fax: +42a 4957'J,47O9,

R

c Place and date of issue: Hradec Králové, 1st Septemb er 2076

Essential characteristics performance Harmonised technical
specification

Water tightness (water absorption) W3

E]tl 15285:2008

Breaking strength (flexural strength) F3

Reaction to fire Bn, 51

Slipperiness

SRV dry: 86 (slate), 83 (brushed), 80 (honed),
72 (polished), 73 (matt)
SRV wet: 50 (slate), 44 (brushed), 32 (honed),

?3 (polished), 30 (matt)
Tacti litiy/visi bil ity No Performance Determined (NPD)

Thermal conductivity 1,3 W/mK (table value)

Durability No Performance Determined (NPD)
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